





M— ° u-pvc ve pprc kelebek vanalar
OZBART u-pvc ve pprc butterfly valves

_NOZBART OZGUN TASARIMLI DiM TiPi
YUKSEK MUKAVEMETLI KELEBEK VANALAR
NOZBART DIM TYPE STRONG BUTTERFLY VALVES

Flans, Kole ve Civatali Komple
With Flanges, Collars and Bolts

U-PVC

METRIK-METRIC IMPERIAL AUSTRALIA/ NEW ZEALAND
TSE /1SO / DIN BS/ANSI/ASTM AS /NZS
D | KOD D KOD D KOD | DN |FivAT () AMBALAJ
mm | CODE | INCH| mm CODE mm CODE | mm|PRICE PACKAGE
63 | DiM-064 2" | 60.3 | ADIM-064 60.3 ADIM-064 | 50 | 69.00 |1AD.-uUNIT
75 | DiM-076 |2 1/2"| 75.3 | ADIM-076 75.3 ADIM-076 | 65 | 69.00 | 1AD.-UNIT
90 | DiM-091 | 3" | 88.9 | ADIM-091 88.9 ADIM-091 | 80 | 83.90 |1AD.-UNIT
110 | piM-111 4" 1114.3| ADiM-111 114.3 ADIM-111 | 100| 93.70 | 1AD.-UNIT
125 | pim-126 - - = - - 110| 109.70 | 1 AD. - UNIT
140 | DiM-141 5" 1140.3| ADIM-141 140.0 DiM-141 | 125| 109.70 | 1 AD. - UNIT
160 | Dim-161 6" /168.3| ADIM-161 160.0 DiM-161 ] 150| 153.90 | 1 AD. - UNIT
200 | pDim-201 7" 1219.1| ADIM-201 200.0 DiM-201 | 175| 221.70 | 1 AD. - UNIT
225 | DiM-226 8" |219.1| ADIM-226 225.0 DiM-226 | 200| 221.70 | LAD. - UNIT
250 | DimM-251 9" |2445| ADIM-251 250.0 DiM-251 | 225| 552.00 | 1 AD. - UNIT
280 | pim-281 | 10" |273.0| ADim-281 280.0 DiM-281 | 250| 552.00 | 1 AD. - UNIT
315 | biM-316 | 12" [323.9| ADIM-316 315.0 DiM-316 | 300/1240.00| 1 AD. - UNIT

v Standart Uriinlerimizde kullandigimiz EPDM o-ringler petrol, pertol tirevleri ve organik yaglar igin uygun degildir.
O-ringler degistirilerek tim akiskanlar icin 6zel vanalar tretilir.
Standard valves with EPDM seal can not be used for petroleum, petroleum derivates and organic oils.
Special valves for all fluids are produced by changing the o-rings.
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u-pvc ve pprc kelebek vanalar OZBART'

u-pvc ve pprc butterfly valves

) NOZBART OZGUN TASARIMLI DiM TiPi
YUKSEK MUKAVEMETLI MANUEL DiSLi KUTULUKELEBEK VANALAR
NOZBART DIM TYPE STRONG BUTTERFLY VALVES WITH GEAR BOX

KELEBEK VANA TORK DiYAGRAMI
BUTTERFLY VALVE TORQUE GRAPH

Nm
L1
.I—Elﬁ 3
Disli kutular Avrupa Birligi Grunudar.
Gear boxes are made in European Union. g
omme]
o : o
METRIK-METRIC IMPERIAL AUSTRALIA / NEW ZEALAND
TSE /1SO / DIN BS/ANSI/ASTM AS/NZS
D KOD D KOD D KOD DN | FivaT (€)| H1|l H2| L1 | D1
mm | CODE | INCH| mm CODE mm CODE |mm/PRICE “Imm|mm|mm|mm
160 | DiM-162 6" |168.3| ADIM-162 160.0 DiM-162 ] 150| 171.00]331]|459(170|200
200 | DiM-202 7" |219.1| ADIM-202 200.0 DiM-202 | 175| 230.00]403|531(170|200
225 | DimM-227 8" [219.1| ADIM-227 225.0 DiM-227 |200| 230.001403|531]|170|200
250 | Dim-252 9" |244.5| ADIM-252 250.0 DiM-252 | 225| 470.00 1457|645]|200|300
280 | DimM-282 | 10" |273.0| ADIM-282 280.0 DiM-282 | 250| 470.00 |457|645|200|300
315 | DiM-317 | 12" |323.9| ADIm-317 315.0 DiM-317 | 300/1040.00§512|700]200| 300

v Standart Uriinlerimizde kullandi§imiz EPDM o-ringler petrol, pertol tiirevleri ve organik yaglar icin uygun degildir.
O-ringler degistirilerek tim akiskanlar igin ézel vanalar Uretilir.
Standard valves with EPDM seal can not be used for petroleum, petroleum derivates and organic oils.
Special valves for all fluids are produced by changing the o-rings.
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N_T. u-pvc ve pprc kelebek vanalar
OZBAR u-pvc ve pprc butterfly valves
NOZBART OZGUN TASARIMLI YENI DiM TiPi
OTOMATIK PNOMATIK AKTUATORLU KELEBEK VANALAR

NOZBART NEW DiM TYPE STRONG BUTTERFLY VALVES WITH PNEUMATIC ACTUATION

é"\ N KELEBEK VANA TORK DIYAGRAMI
®) \)C}\' BUTTERFLY VALVE TORQUE GRAPH
0?‘ o ) Nm
é\ GO 300
23 .
é@‘ -
Pnomatik Akttatorlu
Pneumatic Actuation
CIFT ETKILI / KOMPLE
DOUBLE ACTING / COMPLATED
METRIK-METRIC IMPERIAL AUSTRALIA / NEW ZEALAND
TSE /1SO / DIN BS/ANSI/ASTM AS / NZS
D | KoD D KOD D KOD | DN|Fivar (€)|
mm | CODE | INCH| mm CODE mm CODE | mm/|PRICE
63 | DIM-070 2" | 60.3 ADIM-070 60.3 ADIM-070 | 50 | 199.50
75 | DiM-082 |2 1/2"| 75.3 | ADIM-082 75.3 ADIM-082 | 65 | 199.50
90 | DimM-097 3" | 88,9 | ADIM-097 88.9 ADIM-097 | 80 | 215.40
110 | pimM-117 4" 1114.3| ADIM-117 114.3 ADIM-117 | 100| 240.60
125 | DimM-132 - - = = = 110| 256.60
140 | pDim-147 5" 1140,3| ADIM-147 140.0 DiM-147 ]| 125]| 256.60
160 | DiM-167 6" |168,3| ADIM-167 160.0 DimM-167 | 150| 316.50
200 | pim-207 7" 1219,1| ADIM-207 200.0 DiM-207 | 175| 397.40
225 | DimM-232 8" [219,1| ADIM-232 225.0 DiM-237 | 200| 397.40
250 | Dim-257 9" |244,5| ADIM-257 250.0 DiM-257 | 225| 791.10
280 | pim-287 | 10" |273,0| ADIM-287 280.0 DiM-287 ]| 250| 791.10
315 | DiM-322 | 12" |323,9| ADIM-322 315.0 DiM-322 | 300 1544.30]

v Standart Urtinlerimizde kullandigimiz EPDM o-ringler petrol, pertol tirevleri ve organik yaglar igin uygun degildir.
O-ringler degistirilerek tim akiskanlar icin 6zel vanalar tretilir.
Standard valves with EPDM seal can not be used for petroleum, petroleum derivates and organic oils.
Special valves for all fluids are produced by changing the o-rings.
v Aktuatorli fiyatlara yon denetim selenoid valfi ve susturucu tip hiz ayar valf seti dahildir.
The prices of butterfly valves with actuators include solenoid valves and speed reducing valves set.
v Limit svi¢ kutusu istendiginde 46,5 € fark ilave edilecektir. Akttator fiziksel gorinimunde degisiklik olabilir.
When the limit switch box is requested, 46,5 € will be added to the price.The physical apperance of actuators may change.
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u-pvc ve pprc kelebek vanalar N_ ®
u-pvc ve pprc butterfly valves OZBART
NOZBART OZGUN TASARIMLI YENI DiM TiPi
OTOMATIK PNOMATIK AKTUATORLU KELEBEK VANALAR

NOZBART NEW DiM TYPE STRONG BUTTERFLY VALVES WITH PNEUMATIC ACTUATION

é"\ N KELEBEK VANA TORK DIYAGRAMI
) (3\ BUTTERFLY VALVE TORQUE GRAPH
OQ‘ o\) Nm
é\ GO 300
L Q "
é@*\ =
Pnomatik Akttatorli
Pneumatic Actuation
TEK ETKILI / GIPLAK
SINGLE ACTING / NAKED
METRIK-METRIC IMPERIAL AUSTRALIA / NEW ZEALAND
TSE /1SO / DIN BS/ANSI/ASTM AS / NZS
D | KOD D KOD D KOD | DN |Fivar (€)|
mm | CODE | INCH| mm CODE mm CODE | mm|PRICE
63 | DIM-071 2" | 60,3 ADIM-071 60.3 ADIM-071 | 50 | 214.50
75 | DiM-083 |2 1/2"| 75,3 | ADIM-083 75.3 ADIM-083 | 65 | 214.50
90 | DIM-098 3" | 88,9 | ADIM-098 88.9 ADIM-098 | 80 | 220.60
110 | pimM-118 4" 1114,3| ADIM-118 114,3 ADIM-118 | 100! 255.30
125 | DIM-133 - - - = = 110| 304.80
140 | DiM-148 5" 1140,3| ADiM-148 140.0 DiM-148 | 125| 304.80
160 | Dim-168 6" |168,3| ADIM-168 160.0 DiM-168 ] 150| 392.50
200 | DiM-208 7" 1219,1| ADIM-208 200.0 DiM-208 |175|417.10
225 | DiM-233 8" [219,1| ADiIM-233 225.0 DiM-233 | 200/ 417.10
250 | DIM-258 9" |244,5| ADIM-258 250.0 DiM-258 [|225| 906.10
280 | pDim-288 | 10" [273,0| ADIM-288 280.0 DiM-288 | 250| 906.10
315 | DiM-323 | 12" |323,9| ADIM-323 315.0 DiM-323 ] 300/1596.30]

v Standart drtnlerimizde kullandi§imiz EPDM o-ringler petrol, pertol tiirevleri ve organik yaglar icin uygun degildir.
O-ringler degistirilerek tim akiskanlar icin 6zel vanalar tretilir.
Standard valves with EPDM seal can not be used for petroleum, petroleum derivates and organic oils.
Special valves for all fluids are produced by changing the o-rings.
v Aktiatorli fiyatlara yon denetim selenoid valfi ve susturucu tip hiz ayar valf seti dahildir.
The prices of butterfly valves with actuators include solenoid valves and speed reducing valves set.
v Limit svi¢ kutusu istendiginde 46,5 € fark ilave edilecektir. Aktuator fiziksel gériinimiinde degisiklik olabilir.
When the limit switch box is requested, 46,5 € will be added to the price.The physical apperance of actuators may change.
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N_T. u-pvc ve pprc kelebek vanalar
OZBAR u-pvc ve pprc butterfly valves
NOZBART OZGUN TASARIMLI YENI DiM TiPi
OTOMATIK ELEKTRIK MOTORLU KELEBEK VANALAR

NOZBART NEW DIM TYPE STRONG BUTTERFLY VALVES WITH ELECTRIC MOTOR
KELEBEK VANA TORK DIYAGRAMI

e BUTTERFLY VALVE TORQUE GRAPH
OQ" o\> Nm
\ 300
@é 280
\S o
& -

180
160
140
120
100
80
60
40
20

D63-75 D90 D110  D125-140 D160 D200-225 D250-280 D315

Elektrik Motorlu Aktiatorli
Electric Actuation

Oransal kontrol aktiatorli
Modulating control actuation
Opsiyonel / Optional

Oransal kontrol istendiginde 692 € v Renk segimi igin kod (...) noktali yerlere (B-'--M-Y) harflerinden birini koyun.
fark ilave edilecektir. Put one of these letters (B--M-Y) to the spaces with dots (....) for color choice.

Modulating control module is requested,

692 € will be added to the price. U P V C

* 490 MA KOMPLE / COMPLETE

*2-10 VDC _

*0-10 vVDC METRIK-METRIC IMPERIAL AUSTRALIA / NEW ZEALAND

*1-5VDC TSE /1SO / DIN BS /ANSI/ASTM AS/NZs

*0-5VDC
D | KoD D KOD D KOD | DN FivAT ()
mm | CODE | INCH mm CODE mm CODE | mm/|PRICE
63 | DIM-068 2" | 60.3 | ADIM-068 60.3 ADIM-068 | 50 | 323.00
75 | DiM-080 |2 1/2"| 75.3 | ADIM-080 75.3 ADIM-080 | 65 | 323.00
90 | DIM-095 3" | 88.9 | ADIM-095 88.9 ADIM-095 | 80 | 443.90
110 | DimM-115 4" 1114.3| ADIM-115 114.3 ADIM-115 | 100| 453.70
125 | DIM-130 - - - = - 110| 761.50
140 | Dim-145 5" 1140.3| ADIM-145 140.0 DiM-145 | 125| 761.50
160 | Dim-165 6" |168.3| ADIM-165 160.0 DiM-165 | 150| 804.80
200 | DIM-205 7" 1219.1| ADiIM-205 200.0 DiM-205 [ 175| 892.70
225 | DIM-230 8" [219.1| ADIM-230 225.0 DiM-230 | 200| 892.70
250 | DiM-255 9" |2445| ADIM-255 250.0 DiM-255 | 225(1714.00|
280 | Dim-285 | 10" |273.0| ADIM-285 280.0 DiM-285 [|250(1714.00
315 | DiM-320 | 12" [323.9| ADIM-320 315.0 DiM-320 | 300|2402.00

v Standart Urtinlerimizde kullandi§imiz EPDM o-ringler petrol, pertol tiirevleri ve organik yaglar igin uygun degildir.
O-ringler degistirilerek tim akiskanlar igin 6zel vanalar Uretilir.
Standard valves with EPDM seal can not be used for petroleum, petroleum derivates and organic oils.
Special valves for all fluids are produced by changing the o-rings.

v Oransal kontrol istendiginde 692 € fark ilave edilecektir. Akttiator fiziksel gériniiminde degisiklik olabilir.
Modulating control module is requested, 692 € will be added to the price.The physical apperance of actuators may change.
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u-pvc ve pprc kelebek vanalar
u-pvc ve pprc butterfly valves

91

NOZBART

_NOZBART OZGUN TASARIMLI DiM TiPi
YUKSEK MUKAVEMETLI KELEBEK VANALAR
NOZBART DIM TYPE STRONG BUTTERFLY VALVES

v Renk secimi i¢in kod (...) noktah yerlere (B-'--M-Y) harflerinden birini koyun.
Put one of these letters (B---M-Y) to the spaces with dots (....) for color choice.

OLCU DN MALZEME CiNSi PPRC [FIYAT,| AMBALAJ
DIMENSIONS DESCRIPTION kop/ coe | PRICEY| PACKAGE
63-27 | s0 | KoekvmEusenoTon ool 4000 | a0
75-2%" | 65 | Gutirily vabe (Naked PN 10 [DIM..-075| 49,00 | 1AD.-UNIT
00-3" | 80 | Kl eam e o ool 5310 |1s0-our
1047 | 100 | Kl Camme oy 1ol 6040 | 1a0.-un
125- 41" | 125 | et valee (\abey PN 10 | DIM..-125| 69.10 | 1AD.-UNIT
10050 | 125 | SmmERIn ol 6910 | 1a0-un
160- 67 | 150 | petorit vare (\okay o 10 |DIM..-160| 86.20 | 1AD.- UNIT
200-7" | 200 | pierily vale (Naked) PN | DIM..-200| 145.40 | LAD.-UNIT
22587 | 200 | Ko GHIM oy ool 145,40 | 1ho. o
250-97 | 250 | e oy sl 57000 | 1m0, uni
280107 | 250 | Kl Crime o ol 57000 | 100 uni
315-12” | 300 | ity Vahe (NaiedyPN6 | DIM..-315( 940.00 | 1AD.- UNIT

v Standart Urtinlerimizde kullandigimiz EPDM o-ringler petrol, pertol tiirevleri ve organik yaglar igin uygun degildir.

O-ringler degistirilerek tim akiskanlar icin ézel vanalar Gretilir.
Standard valves with EPDM seal can not be used for petroleum, petroleum derivates and organic oils.
Special valves for all fluids are produced by changing the o-rings.
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57BART u-pvc ve pprc kelebek vanalar

u-pvc ve pprc butterfly valves
iPi

LEBEK VANALAR

ITH GEAR BOX

TORK DIYAGRAMI
VE TORQUE GRAPH

@b1

Disli kutular Avrupa Birligi Grdnudar.

Gear boxes are made in European Union.
Flans, Kole ve Civatali Komple

Complete With Flanges, Collars and Bolts

PPRC

v Renk se¢imi icin kod (...) noktali yerlere (B---M-Y) harflerinden birini koyun.
Put one of these letters (B- --M-Y) to the spaces with dots (....) for color choice.

OLCU | pN MALZEME CiNSi PPRC Pl |H1|H2| L1 | D1
DIMENSIONS DESCRIPTION KOD / CODE (€)/ad-Unit | MM | MM [ vm | mm

7 Kelebek V: K le) PN 10 q
160 - 67 | 150 suerity vare (Comolaey PN 10 | DIM..-163| 237.00 |331 | 459 | 170| 200

” Kelebek V: K le) PN 6 .
200 - 77 | 200 | seoriy vale comiag pus |DIM..-203| 307.00 |403 531|170 | 200

” Kelebek V: K le) PN 6 .
225 - 87 | 200 | seoriy vale comig pus |DIM..228| 307.00 [403 531|170 | 200

” Kelebek V: K le) PN 6 .
250 - 97 | 250 | neoriiy vale Comiae Pus |DIM..-253| 652.00 |457 | 645|200 | 300

” Kelebek V: K le) PN .
280 - 10" | 250 5.ttty vare (conmlaey PR 6 | DIM..-283| 652.00 | 457 | 645 | 200|300

) Kelebek Vana (Komple) PN 6 .
315 - 12" | 300 | gyterfly valve (Complete) PN 6 | DIM...-318| 1340.00 | 512700 | 200 | 300

v Standart trinlerimizde kullandi§imiz EPDM o-ringler petrol, pertol tirevleri ve organik yaglar icin uygun degildir.
O-ringler degistirilerek tim akiskanlar icin 6zel vanalar tretilir.
Standard valves with EPDM seal can not be used for petroleum, petroleum derivates and organic oils.
Special valves for all fluids are produced by changing the o-rings.
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